=

)

<:-4

- =
P O
>|—|om
- Tl (@p)
me I3
EZ;Iﬁ
I%>§m
- Z:D

TP
=550
=
OxN=
n §;>

>

~<-4

DS

=

SNNYAa
HOd HYNIMVYHA QHVANVLS HSITONI

SHEET 1 OF 1

1130D01

ORANGE, OR FLUORESCENT RED-ORANGE
ULTRA VIOLET STABILIZED
IMPACT RESISTANT PLASTIC

TOP
18" MIN. TO 24" MAX.
DIAMETER
- >

NOT TO EXCEED
BASE DIAMETER

!

6" TO 8" STRIPES
TYPICAL

l

CIRCUMFERENTIAL
ALTERNATE WHITE & ORANGE

RETROREFLECTIVE STRIPES,
3 ORANGE & 2 WHITE MINIMUM
COVERING ENTIRE OUTSIDE

+ 2" MAX. TYPICAL

| BETWEEN STRIPES

L

-BALLASTING SHALL BE ACHIEVED BY THE SAND BAG, TIRE-SIDEWALL BALLAST, OR PREFORMED WEIGHTED BASE BALLASTING

21" MIN. TO 24" MAX. DIAMETER

GENERAL NOTES

METHODS. DO NOT PLACE BALLAST ON TOP OF THE DRUM, NOR AS TO PRESENT A HAZARD WHEN STRUCK.

-IF NECESSARY PLACE THE NAME OF THE AGENCY, CONTRACTOR, OR SUPPLIER ON NON-RETROREFLECTIVE DRUM SURFACES.

SHOW THE LETTERS AND NUMBERS USING A NON-RETROREFLECTIVE COLOR AND NOT OVER 2" IN HEIGHT.

PLAN PREPARED IN THE OFFICE OF:

[ ] ] ... L] ]
TRANSPORTATION GROUP, INC.

800 W. HILL STREET, SUITE 202
CHARLOTIE, NC 28208
PH: (980) 321-0202 FAX: (980) 321-0108

36"
MINIMUM
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ENGLISH STANDARD DRAWING FOR
DRUMS
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REVISIONS




